
PRODUCT selection guideline TABLE
C O M M E R C I A L  S O L A R  L I G H T I N G  S Y S T E M S  B Y  S O L A R  V I S I O N  I N C .

TYPICAL AREA LIGHTING APPLICATIONS

*Proposed Solar 
Lighting System Pathways Cycling Paths Parks & outdoor 

exercise areas
Small parking lot  

2 to 10 spaces

Medium park-
ing lot 11 to 40 

spaces

Large parking 
lot 40 + spaces

Pedestrian only 
area

**Pedestrian 
with  

street conflict 
area

LX25 ● ● ● ● ●

LX50 ● ● ● ● ●

LX95 ● ● ●

ZX30 ● ● ● ● ●

ZX60 ● ● ● ● ● ● ●

ZX100 ● ● ● ● ● ●

ZX180 ● ● ●

TX360 ● ● ●

*Reference tool only, please contact your local representative for more information.

** The LX series is equipped with an integrated motion sensor, enabled by default, to activate or increase the light output. The ZX series also includes a motion sensor; however, it is disabled by default. It 
can be activated as needed using the remote control. We do not recommend enabling the motion sensor when the system is located near (≤ 30 m) a street or any other area likely to cause multiple and 
continuous detections, in order to avoid system overuse. Solar Vision inc. is not responsible for system overuse or excessive energy consumption caused by excessive motion detection at the installation 
site.
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Solar Lighting Products (page 1)

LIGHTING SPECIFICATIONS LX25 LX50 LX95 ZX30 ZX60 ZX100 ZX180 TX360

Luminaire max. power (Watt) 13 W 19 W 40 W 8 W 15 W  25 W  60 W 60 W

Luminaire max. lumen output (lm) 1698 lm 2587 lm 5371 lm 1400 lm 2625 lm 4250 lm 9300 lm 9300 lm

Light Distribution Type Type 2M, 4M Type 2M, 4M Type 2M, 4M Type 2M, 3M, 5S Type 2M, 3M, 5S Type 2M, 3M, 5S Type 2M, 3M, 5S Type 2M, 3M, 5S

Color temperature (°K)
3000°K,  

4000°K, 590nm 
PC Amber

3000°K,  
4000°K, 590nm 

PC Amber

3000°K,  
4000°K, 590nm 

PC Amber

2200°K, 3000°K,  
4000°K, 590nm

2200°K, 3000°K,  
4000°K, 590nm

2200°K, 3000°K,  
4000°K, 590nm

2200°K, 3000°K,  
4000°K, 590nm

2200°K, 3000°K,  
4000°K, 590nm

CRI (Color Rendering Index) 70 (at 4000°K)

LED Lifespan (Philips Lumileds TX) > 100 000 hours (Philips Lumileds)

Weater adaptive technology YES, ClimaLUX™

IES Files available YES

Integrated motion sensor YES, ON by 
default

YES, ON by 
default

YES, ON by 
default

YES, OFF by 
default

YES, OFF by 
default

YES, OFF by 
default

YES, OFF by 
default

YES, OFF by 
default

Dimming / Programmable Yes, see “Operating Profile” document for details.

Operation Hours of operation can be divided between evening and morning (before sunrise). The light intensity
can also be dimmed. Operating profiles can be modified via remote control, sold separately.

SOLAR SYSTEM SPECIFICATIONS

Solar Module Power (Watt) 40 W 65 W 100 W 40 W 65 W 100 W 190 W 380 W

Battery Bank Capacity (Ah, V, Wh) 24Ah, 12V 
288Wh

40Ah, 12V 
480Wh

74Ah, 12V 
888Wh

24Ah, 12V 
288Wh

40Ah, 12V 
480Wh

75Ah, 12V 
900Wh

110Ah, 12V 
1320Wh

110Ah, 24V 
2640Wh

Battery technologie (GEL or AGM) AGM GEL GEL AGM GEL GEL GEL GEL

Charge Controller type MPPT (IP68 encapsulated & waterproof)

Battery Overcharge/Discharge 
protection YES (High and Low Voltage Disconnect)

Temperature sensor YES (Charging algorithm based on ambient temperature / Temperature compensated charging)

Autonomy (number of days without 
sunlight) 10 days 10 days 10 days 10 days 10 days 10 days 10 days 14 days

Operating temperature range -40°C +50°C
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Solar Lighting Product (page 2)

MECHANICAL  
SPECIFICATIONS LX25 LX50 LX95 ZX30 ZX60 ZX100 ZX180 TX360

Mounting Type Top of Pole (TOP)

Mounting Pole Shape (Round or 
Square) Round or Square Round or Square Square Round or Square Round or Square Square Square Square

Maximum pole outter diameter (in) 4in 4in 5in 4in 4in 5in 5in 5in

Battery connector type Quick connect

Battery replacement method Acces Door

Housing Material Aluminum

Housing Finish Black Powder Coating

MISCELLANEOUS

Wireless Communications YES

Designed and Manufactured in 
Canada YES

Battery Lifespan 5-7 years, field tested

Ability to add extra solar module Special order

WARRANTY

Solar System
Solar Module : 25 years

Controller: 5 years
Battery: 5 years

Luminaire 5 years
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